Molded Case Switch Disconnect

Product
Air Conditioning Disconnect

Purpose
This Molded Case Switch Disconnect is designed to meet the current code requirements of a disconnecting means for air conditioning installations and also could be used for refrigeration, swimming pools, and outdoor lighting applications.

Features
• 60A Rated
• Single-phase, two-wire, 240 VAC or split-phase, 3-wire 240 VAC
• Molded Case Switch with Color Coded On-Off Switch Indicators
• NEMA 3R Rated Metallic Enclosure for Outdoor
• Side Open Door Opens More than 180 Degrees for Maximum Access
• Folding Pivot Locking Tab
• Knock-Outs Available on Four Sides

Specifications
• 60A, 240VAC rated
• NEMA 3R Enclosure
• Non-Fusible - Molded Case Switch
• Screw Terminals: 14 - 3 AWG
• 2-wire or 3-wire configuration
• cULus Listed E226184
• Warranty - 1 year

General Characteristics

<table>
<thead>
<tr>
<th>Model</th>
<th>Knockout Sizes</th>
<th>Amps</th>
<th>Switch Type</th>
<th>Terminal Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>DDS-60SW</td>
<td>1/2 in</td>
<td>60 A</td>
<td>Molded Case Switch</td>
<td>Line, Load, &amp; Ground</td>
</tr>
</tbody>
</table>