INTUMESCENT FIRESTOP SEALANT

DESCRIPTION

FIRESEAL 814 is an ASTM E-814 rated one part water based acrylic intumescent sealant formulated to seal gaps in construction and through penetrations against the passage of fire, smoke and gasses.

RECOMMENDED USES

FIRESEAL 814 has been tested where services penetrate through concrete walls, floors, and drywall construction, and is suitable for use around copper and steel pipes, steel conduits, electrical cables, data and telephone cables, PVC, CPVC pipes, and HVAC ducts.

APPLICATION INSTRUCTIONS

1. Areas to be sealed must be dry, clean and free from oil, grease and foreign matter.
2. Verify that any annular space between the through-penetration and the opening is within the limits defined by the tested constructions.
3. When mineral wool is required, cut oversize and pack tightly into space between the opening and the service, ensuring that the forming is positioned to allow for correct depth of FIRESEAL 814 sealant (contingent upon system design).
4. Apply FIRESEAL 814 using a conventional caulking gun, pneumatic gun, putty knife or trowel.
5. When desired depth of FIRESEAL 814 sealant has been achieved, smooth surface with damp knife or spatula.

SPECIFICATION APPROVALS

Tested in accordance with ASTM E-814, UL 1479. UL Classified 1 and 2 Hour Rating.

SAFETY PRECAUTIONS

Consult Manufacturer’s Material Safety Data Sheet.

FIRST AID: For skin contact - wash skin thoroughly with soap and water; For eye contact - irrigate with clean fresh water for at least 10 minutes holding eyelids apart, and seek medical advice; If swallowed - wash mouth with water and give water to drink. Do not induce vomiting. KEEP OUT OF REACH OF CHILDREN.

CLEAN UP

Use warm soapy water (when wet).

Polymer Adhesives Sealant Systems, Inc., is proud to be affiliated with the following organizations: